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General Information 

TO BE INSTALLED ON COLD WATER SUPPLY ONLY 

PLEASE CAREFULLY READ THROUGH MANUAL BEFORE 

INSTALLING SYSTEM.  

PLEASE KEEP THIS MANUAL IN A SAFE PLACE. INSTRUCTIONS 

ARE INCLUDED FOR FILTER CHANGES. 

Our HMA systems will reduce the Sediment, Chlorine and heavy metals 

from the water whether this is for drinking water or Aquatic requirements. 

These units can be used for either application. 

 

Stage one: Polypropylene pre-filter to remove sediment and dirt down         

to 5 microns.  

 

Stage two: Granular Carbon filter with KDF media to reduce Chlorine and 

Heavy Metals.   

 

Stage three: High density 5 Micron carbon block filter to further reduce 

chlorine. 

 

 
Recommended Equipment List 

• Variable speed drill 

• Drill bit: ⅛” (for guidance) ½” (for tap)  

• Phillips screwdriver 

• Plastic tube cutter / Stanley Blade 
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The unit is provided with the following items -  

Fittings included 

 
 

 

 
 

Fitting type:  

Quick-Connect (QC) fitting:  

How to connect – See Fig. 3. Remove collet clip, insert tubing into 

fitting until it locks. Gently pull tubing back to ensure fit is secure. 

Re-place collet clip.  

 

How to disconnect – See Fig. 4. Remove collet clip, push down on 

collet so it is completely flush with the fitting and pull tubing 

simultaneously.   
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Installation 
TO BE INSTALLED ON COLD WATER SUPPLY ONLY 

TURN OFF MAINS WATER SUPPLY BEFORE STARTING 

INSTALLATION 

WHEN CUTTING TUBING TO SIZE, ENSURE THAT IT IS CUT 

STRAIGHT WITH NO JAGGED EDGES 

 

Tap Installation:  
 
1. Determine location for tap, install tap using the diagram below: 

 

 
Diagram for illustration purposes only, tap may differ, but 

installation is identical. 
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Tap can be installed either attached to a wall (Fig.1) or on a 

counter-top (Fig. 2) 

 

Connect to cold water supply 

2. Cut into existing 15mm copper pipe. 

Screw the isolator tap into the body. Add 

the 15mm compression ball-o-fix fitting, 

take the nut and olive off the other end and 

screw on the isolator body. 

3. Using the white (or black) fitting, screw 

on to the male thread of the isolator body 

and push copper pipe into the both sides of 

the fitting. Ensure all fittings are secure. 

 

Connect system 

4. Determine length of tubing needed between the mains supply, the HMA 

unit and the tap. Cut pieces to required length.  

 

Mark 1 (Red stopper) – Cold water supply to HMA Unit 

Mark 2 (Blue stopper) – HMA Filtered water  

 

Pressure Limiting Valve –  

This unit is provided with a pressure limiting valve. The valve is only required 

to be installed if the pressure exceeds 7 bar or if the property has a lot of 

varying pressure. The pressure limiting valve is adjustable using a cross 

head screw drive on the top of the device. If this is required, please install 

after the mains fittings and before the inlet of the unit.  
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Remove collet clips and coloured stoppers. Insert tubing, check all tubing is 

secure by pulling back on tubing, re-insert collet clips once tubing is secure.   

 

5. Using the spanner provided, un-screw housing bowls and remove all 

packaging and plastic wrapping/seals from filters. Put filters back into the 

housings.  

Connect housings to unit by hand and then use spanner provided to completely 

tighten. From right to left (closest to inlet): 

 

- 1st stage housing, Sediment 5-micron pre-filter 

- 2nd stage housing, GAC/KDF  

- 3rd stage housing, Carbon block filter  

System Flushing –  

It is very important to flush the unit through prior to use. Flushing the unit 

releases any carbon fines, dust, air etc from the filters which may have been 

present during the manufacturing process.  

 

Turn on mains water supply by putting the ball-o-fix and isolator tap to ‘on’ 

position (1/4” turn from off position). (The ball-o-fix fitting can be left in ‘on’ 

position from here and the isolator tap is to be used to turn the water ‘on’ and 

‘off’).  

 

Check the unit for any leaks.  

 

(If a leak is found, turn off the water, and check the fitting / tubing where the leak 

was found. Once the issue is resolved, start process again). 

 

Let the water run for approximately 10 minutes down the drain or until the water 

runs clear. While the water is flowing this will also release any trapped air in the 

unit, some spluttering may occur.  
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Maintenance 
It is highly recommended to replace the filters every 6 months to maintain 

the highest level of filtration from the HMA unit.  

All replacement filters can be purchased through our website 

www.finerfilters.co.uk or call us on 01704 807600. 

 

Replacing the filters –  

 

1. We recommend having a towel/cloth to hand for any excess water 

within the unit.  

2. Turn off water by putting the isolator tap to ‘off’ position (1/4” turn 

from on position).  

3. Drain as much water from the unit as possible. 

4. Using spanner provided, carefully remove the housing bowls, and 

empty any residual water down the sink / drain. Remove exhausted 

filters and discard.  

5. Remove the wrapping of the new filter(s) and insert into housing(s). 

As per the below:  

 

- 1st stage housing, Sediment 5-micron pre-filter 

- 2nd stage housing, GAC/KDF  

- 3rd stage housing, Carbon block filter  

 

6. Re-connect housings to unit by hand and then use spanner provided 

to completely tighten. 

 

7. Flush system through, ‘System flushing’ can be found on page 5.  

http://www.finerfilters.co.uk/

